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        Name








___________________








Company

            ( Put the letter of the correct answer on the blank line at the end of each question) 
1.
The use of ice in the cooling system is only required at ambient 

______

Temperature above 0 degrees F...                                                                    pg.3




A. True
B. False

2.
Hexagon socket head screws are the only screw that can be used because
______
of the better securing features.





Pg 6




A True

B. false






3.
The monitron switches on when the cylinder pressure reaches 145PSI.
______

A. True
B. False




pg 8
4.
During high pressure leak test, after approximately 35 seconds if the 
______   

Apparatus is ok: alarm sounds once, green indicator flashes, OCR

pg 9


Is displayed.





A. True
B. False







5.         Automatic test , If battery is ok, alarm sounds 4 times, red and green 
______

Indicators light up once, bat is indicated once.



Pg 8




A. True
B. False

6.
Operation without ice pack is permitted below 0 degrees C. ?
            ______




A. True
B. False




pg 7

7. 
The cylinder is to be charged with compressed oxygen meeting USP        ______

Specifications.








Pg 3




A. True
B. False
8.
The last low pressure warning occurs, when the pressure has dropped
______


To 10 bar (145 psi.). Approximately 95 % has been used up.

Pg 13


A. True 
B. False
9.
The monitron switches off automatically when the pressure drops

_____


Below 145 LPM..







Pg 13



A True

B. False
10.
If the unit is not cleaned immediately, disconnect dosage from the cooler
_____

And the medium pressure line from the monitron..



pg 13



A. True 
B. False

11.
Bypass system damaged can cause ______ dosage.



______


A. High
B. Low




pg 23

12.
Leak in breathing loop can cause ____ dosage.



______


A. High 
B. Low




pg 23

13.
To remove the T connection on the reducer a 8 mm.wrench is needed.
______

A. True 
B. False





pg 23
14.
Permissable impurities in depressurized gas : max. water vapor

______


Concentration : 50 mg/m3






pg 28



A. True
B. False

15.
When installing the relief valve, turn relief valve 45 degrees to the right
______


To lock.








Pg 31




A. True
B. False

16.
The RZ must be set on positive  pressure pumping to check response
______


Of negative pressure warning.





Pg 35




A. True
B. False

17. 
The range of the relief valve opening is 2 to 5  LPM. ?


______




A. True 
B. False




pg 37

18.
The monitron automatically switches off after performance of a battery
______


Test at a pressure of > 5 bar.






Pg 40




A. True
B. False

19.
Accuracy of the monitron is plus or minus ___ % of the final value.
______



A.4
B. 3
C. 2
D. 1





pg 48

20.
Bypass output is 50 PSI.






______



A. True

B. False




pg. 51

21.
The minimum valve activates between .1 and 2.5 mbar.


______




A. True
B. False




pg 53

22.
The minimum valve utilizes high pressure from the reducer.

______




A. True
B. False




pg 53
23.
The Panorama Nova mask has 90% periphrial vision.


______



A. True
B. False




pg 60
24. 
The minimum valve provides approximately 80 l/min..of flow.

______




A. True
B. False




Pg 53

25. 
The mission always be ended when the last low pressure warning

______

Output is at 145 PSI.







pg 12




A True

B false

Answer Sheet Carlsbad 2007 Bg4 test

1. B
2. B
3. A
4. A
5. B
6. A
7. A
8. A
9. B

10. A
11. B
12. A
13. A
14. B
15. A
16. B
17. B
18. C
19. B

20. B
21. A
22. B
23. A
24. A
25.
      A
