BG 4 Written test
Company_______________________
Name_____________________


( Put the correct letter on the blank space provided at the right )

1.The monitron Basic unit has 2 inputs, pressure transducer and the chest gauge ?
 _____


A. True
B. False






pg.62

2.The monitron display shows 3 functions, operating time, battery capacity,
______


Pressure gauge.







Pg.61


A. True
B.False

3. The high pressure transducer converts pressure into analog signal ?

______


A. True
B. False
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4. The Panarama Nova mask has a triple sealing surface ?



______


A. True
B.False
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5. The lenses for the mask can be plexiglass ?




______


A. True
B. False
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6.The panorama Nova provides 95% peripheral vision ?



______

A. true

B. False
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7. The over pressure valve opens > 15 mbar ?




______


A. True
B. False
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8. Using a refillable canister, the concerns are : the lid o-ring and the tab

______

     Lock connectors ?
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A. True
B False

9. The Co2 scrubber connection for the breathing hose is a ___flange.

______

    
A. long
B. short
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10. The minimum valve is installed within the breathing loop ?


______

    
A. True
B. false
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11.The steel cylinder has a life span of 15 years ?




______


A. true

B. False
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12. The dosage screw is located under the _____ on the reducer .


______


A. angle connector
B.Brass plug
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C. relief valve

D.”T” connector

13. The relief valve is on the output of the absorbent canister ?


______

      
A. True
B. False
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14. The weight of the bg4 with 1.4 Kg. Ice, mask and cylinder is __Lbs.

_____

       A. 28
B. 31
C. 33
D. 34
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15. The carbon cylinder is ____ liters.





_____

       A. 1
B.2
C. 3
D. 4






pg 48

16. The accuracy of the monitron is + or - _____% of final value.


______


A. 5
B. 4
C. 3
D 2
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17. The temperature for drying parts must not exceed 60 degress C.


______

A. True
B. False
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18. Both the blue and yellow lines are medium pressure .



______


A. True
B. False
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19. One of the causes of incorrect dosage can be cylinder pressure is incorrect.
______


A. True
B. False
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20. To check the exhalation valve, the Rz must be set on negative pressure.
______


A. True
B. False
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21. Aviator grade oxygen can be used to fill the cylinder ?



______


A. True
B. False
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22. Permissable impurities in depressurized gas: Max. water vapor 


______

      Concentration : 50 mg/m2
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23. Max drying temperature is ___ degrees F .




______


A. 120

B 114
C 140
D. 130
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24. A leak in the dosage line can cause low dosage ?




______


A. true 
B. False
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25. When istalling a new lense, center lines on the lense must line up

______

       With the center lines on the mask body ?
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A. true

B. false

Answer Sheet 

1 B

2 A

3 B

4 B

5 A

6 B

7 B

8 B

9 B
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