First Place - Mike Portep
Utah American Energy

; 2009 Craig, CO Cpntest

Second Place - Korey McArthur
Utah Amenrican Energy
2009 (raig, (O Contest

Third Place - Rav Guvmon
Energy West Mining
2009 Craig, (O Contest




FOUR CORNERS PRESHIFT CONTEST - 2010
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|
CONTESTANT STATEMENT |

You have been assigned to do a pre-shift examination of the 001 section. This
includes all threes entries (Nos. 1-3) and crosscuts inby the Check In/Out Board.
Entries and crosscuts are 20-feet wide and 8-feet high. The mine has a histary of

methane. Energizing/de-energizing equipment is handled through switches.
All actions and hazardous conditions found must be verbalized to the ]udge‘s.
Gas readings and air readings will be handled through the Judges. |



VENTILATION PLAN |

. Ventilation devices shall be maintained to within 5 feet of the face.

. Permanent ventilation (stoppings) shall be maintained up to and ‘
including the fourth connecting crosscut.

. Air Quantities Required
Working Face 12,000 CFM
Idle Face 3,000 CFM
Bolting Face 5,000 CFM
Last Open Crosscut 25,000 CFM

. Belt air is used in the Section.

. Point-feed regulators shall be positioned within four (4) crosscuts of the
mouth of the section.

. Air quantity measurements to ensure belt air compliance shall be taken at
a point just inby the last permanent stoppings during preshift
examinations.

ROOF CONTROL PLAN

. The Roof Control Plan requires 5-foot fully grouted resin bolts to be
installed on 5-foot by 5-foot centers, with a minimum of 4 bolts per rov

s

. Roof bolts are required to be installed to within 5 feet of the face.

. The depth of mining cuts shall not exceed 20 feet as measured from thT
last row of permanent supports.

. Faces shall be bolted within 24 hours of mining; except during equipment
(roof bolter) breakdowns. Upon completion of repairs, bolting of un-
supported faces shall immediately begin







