1. Ventilation is utilized to dilute, render harmless, and carry away flammable, _explosive_ , noxious, and harmful gases, dusts, smoke, and fumes. 

A. toxic

B. explosive

c. carboniferous

d. non-flammable

2. __Low _ barometric pressures may cause methane to migrate outward from pillared areas into active workings. 

a. high

b. low

c. steady

d. irradic

3. High voltage cables and transformers shall not be located inby the last open crosscut and shall be kept at least __150_ feet from pillar workings. 

a. 50

b. 100

c. 150

d. 200

4. Methane detectors should be calibrated with a known methane-air mixture at least once every ____31__ days. 

a. 30

b. 31

c. 120

d. 180

5. The end of permanent roof support shall be posted with a readily visible warning, or a __physical___ barrier shall be installed to impede travel beyond permanent support. 

a. permanent

b. portable

c. physical

d. non-sparking

6. No person other than certified examiners may enter or ___remain___ in any underground area unless a preshift examination has been completed for the established a-hour inteNal. 

a. work

b. remain

c. exit

d. occupy

7. The results of the preshift examination must be recorded in a book, provided for that purpose on the surface, before any ___persons____ other than the examiners may enter any underground areas. 

a. miners

b. workers

c. certified persons

d. persons

8. Preshift examinations are made by persons __designated__ by the operator. 

a. assigned

b. employed

c. designated

d. sent

9. Rock dust applications to the roof, ribs, and floor shall be maintained to within __40__ feet of the working face, except in those areas where the dust is too wet or too high in incombustible content. 

a. 25

b. 30

c. 40

d. 50

10. High spots where methane is likely to accumulate, over haulageways where __equipment___ will travel must be examined during the preshift examination. 

a. miners

b. employees
c. equipment
d. mine examiners
