ELECTRICITY REVIEW QUIZ #1

1. Inspection and cover plates on electrical equipment and junction boxes must be in place except when testing or making repairs.

	
	a.     True
	
	b.     False
	


2. Transformer enclosures must be –

	
	a.     Left unlocked for anyone to enter
	
	
	

	
	b.     Kept locked against unauthorized entry
	
	
	

	
	c.     Doesn’t matter
	
	
	

	
	d.     a  and  b
	
	
	


3. Power switches must be locked out or other measures taken which prevent equipment from being energized without knowledge of individual working on it.

	
	a.     True
	
	b.     False
	


4. Power wires and cables shall be insulated adequately where they pass into and out of electrical compartments.

	
	a.     True
	
	b.     False
	


5. Continuity and resistance of grounding systems shall be tested –

	
	a.     Immediately after installation
	
	
	

	
	b.     Immediately after any repair
	
	
	

	
	c.     Immediately after any modification
	
	
	

	
	d.     Annually
	
	
	

	
	e.     All of the above
	
	
	


6. Mobile equipment must not operate closer than ________ feet to energized power lines.

	
	a.     At least 6 feet
	
	
	

	
	b.     At least 8 feet
	
	
	

	
	c.     At least 10 feet
	
	
	

	
	d.     None of the above
	
	
	


7. Power switches do not need to be labeled to show which units they control.

	
	a.     True
	
	b.     False
	


8. Suitable warning notices (tags) must be posted at power switches and signed by individual doing the work.

	
	a.     True
	
	b.     False
	


9. Transformers shall be –

	
	a.     Totally enclosed
	
	
	

	
	b.     Placed at least 8 feet above the ground
	
	
	

	
	c.     Installed in a transformer house
	
	
	

	
	d.     Surrounded by a fence at least 6 feet high and at least 3 feet

        away from energized parts, casings, and wiring
	
	
	

	
	e.     All of the above
	
	
	

	
	f.     Either a., b., c., or d.
	
	
	


10. Anyone can enter an area containing major electrical installations.

	
	a.     True
	
	b.     False
	


11. Metal fencing enclosing transformers and switchgear does not have to be grounded.

	
	a.     True
	
	b.     False
	


12. Potential on bare signal wires accessible to contact by workers shall not exceed –

	
	a.     50 volts
	
	
	

	
	b.     32 volts
	
	
	

	
	c.     68 volts
	
	
	

	
	d.     48 volts
	
	
	


13. Trailing cables can be attached to machines in any manner that is convenient to the worker.

	
	a.     True
	
	b.     False
	


14. Electrical conductors shall be of –

	
	a.     Sufficient size
	
	
	

	
	b.     Sufficient current carrying capacity
	
	
	

	
	c.     At least #10 size wiring
	
	
	

	
	d.     a  and  b
	
	
	


15. Mobile equipment must not run over power conductors nor loads be dragged over them unless properly bridged or protected.

	
	a.     True
	
	b.     False
	


16. Splices and repairs to power cables must be –

	
	a.     Mechanically strong
	
	
	

	
	b.     Insulated to the degree equal to original wiring
	
	
	

	
	c.     Sealed to exclude moisture
	
	
	

	
	d.     Provided with damage protection as near as possible to that

        of the original wiring
	
	
	

	
	e.     All of the above
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